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DATA SHEET MERRY-GO-ROUND CITA
Item No: 513012401

merry-go-round, pre-mounted completely

MATERIALS | SCOPE OF SUPPLY

tubular frame:	 stainless steel, V2A

handles:	 stainless steel, V2A, 
1 piece with an element 
made of caoutchouc 
and tube end cap 
made stainless steel

base plate:	 stainless steel, V2A coa-
ted with EPDM rubber 
granule 
with ball bearing at the 
bottom

foundation anchor:	 metal plate

Dimensions:

Main dimension:	 Ø 500 mm

Height:	 1450 mm

Weight:	 45 kg

capacity:	 acc. to EN 1176

Max. fall height:	 150 mm

Safety surfacing area:	 15,90 m²

Required safety slabs:	 20,25 m²

Recommended
surface material:	 grass, sand, wood chip, gravel, 

synth. impact protection

TECHNICAL INFORMATION

Foundations:	 1

Installation at concrete surfaces possible  
(special edition)

Installation according to our detailled mounting 
instructions, see www.stilum.de

INSTALLATION

No matter if standing or sitting, alone or in pairs –
the roundabout “cita“ sets children in motion and
brightens up both city centres and playgrounds.
The revolving disc has a slip-resistant surface made
of rubber granulate and looks great in its combina-
tion with stainless steel.

from 3 
years

User:
1 Children

TÜV EN 
1176-1:2008
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