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ZERT IFIKAT e CERTIFICATE ¢

Product Service

CERTIFICATE

No. Z2 037353 0046 Rev. 00

Holder of Certificate: R&T Stainless A/S

Formervangen 7-9
2600 Glostrup
DENMARK

Certification Mark:

Product: Slides

The product was tested on a voluntary basis and complies with the essential requirements. The
certification mark shown above can be affixed on the product. It is not permitted to alter the
certification mark in any way. In addition the certification holder must not transfer the certificate to
third parties. See also notes overleaf.

Test report no.: 713178804-03

Valid until: 2025-05-11

Date, 2020-05-13 ( Jéns Bieserlack )
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ZERT IFIKAT & CERTIFICATE ¢

Product Service

CERTIFICATE

No. 22 037353 0046 Rev. 00

Model(s): 11050, 11060, 11070, 11080, 11090, 11095

Parameters:

Entrance heights: 500 - 2500 mm
Width in mm: 400 to 700 mm or 950 to 1000 mm

All slide models made of AlSI 304 stainless steel.
For all models following explanation:

Art.No. = Width(in mm) — Entrance height (in mm)
Slide for tower or embankment

11050 400to 700 mmor 600 to 2500 mm
950 to 1000 mm

11060 400to 700 mmor 900 to 2500 mm
950 to 1000 mm

11070 400to 700 mmor 900 to 2500 mm
950 to 1000 mm

11080 400to 700 mmor 800 to 2500 mm
950 to 1000 mm

11090 400to 700 mmor 900 to 2500 mm
950 to 1000 mm

Straight free-standing slide with ladder
11095 400to 700 mmor 900 to 2500 mm
950 to 1000 mm

Platform accesses and guardrails/barriers:
noticed EN 1176-1:2017 and EN 1176-3:2017

Tested DIN EN 1176-1:2017
: , DIN EN 1176-3:2017
according to: EN 1176-1:2017

EN 1176-3:2017

Production 037353
Facility(ies):
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