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ZERTIFIKAT & CERTIFICATE & R

Product Service

CERTIFICATE

No. Z2 021860 0187 Rev. 00

Holder of Certificate: Ledon A/S

Vestergade 25
Gram

6510 Gram
DENMARK

Certification Mark:

EN1176

tuv-sud.com/ps-cert

Product: Seesaws

The product was tested on a voluntary basis and complies with the essential requirements. The
certification mark shown above can be affixed on the product. It is not permitted to alter the
certification mark in any way. In addition the certification holder must not transfer the certificate to
third parties. See also notes overleaf.

Test report no.: 713153371-2

Valid until: 2024-02-18

Date, 2019-02-21 ( Michael Weber )
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Product Service

CERTIFICATE

No. Z2 021860 0187 Rev. 00

Model(s): LC041, LC042, LC043, LC044, LC045, LC046,
LC048, EX010, EX011, EX012, EX013

Parameters: Seesaw springers
- Coated steel spring with @18 mm
- HDPE plates as panels with 15 mm and HDPE seats with 17 mm

Model: dimensions (L x W x H); fall height

LC041: 0.95x0.28 x0.87 m; 0.5 m

LC042: 0.89x 0.43x0.81 m; 0.49 m
LC043: 0.95x0.28 x0.87 m; 0.5 m

LC044: 0.89 x0.43x0.81 m; 0.49 m
LC045: 0.89 x0.28 x0.87 m; 0.5 m

LC046: 0.89x0.43x0.81 m; 0.49 m
LC048: 0.85x0.40x0.93 m; 0.45m
EX010: 1.06 x 0.28 x 0.87 m; 0.50 m
EX011:1.01 x0.28 x 0.93 m; 0.50 m
EX012: 1.10 x 0.28 x 0.85 m; 0.50 m
EX013: 1.00x 0.28 x 0.87 m; 0.50 m

Tested EN 1176-1:2017
. EN 1176-6:2017
according to:

Production 021860

Facility(ies):
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